
TOP MOUNTING

POST

6" SQ. CAST ALUM.

BASE FLANGE

WELDED TO POST

(4) 1/2"Ø

ANCHORS

CAST IN SLEEVE MOUNTING

POST

CAULK

BY OTHERS

STYROFOAM

SLEEVE CAST

IN  PLACE

IN CONCRETE

FILL WITH

NON-SHRINK

GROUT

4"

CAST IN SLEEVE MOUNTING

IN CONCRETE CURB

CAULK

BY OTHERS

STYROFOAM

SLEEVE CAST

IN  PLACE

POST

FILL WITH

NON-SHRINK

GROUT

4"

CARBON STEEL

SLEEVE EXPANSION

BOLTED TO SLAB

BOLT DOWN SLEEVE MOUNTING

FLASHING AND

SEALANT

BY OTHERS

FIN FLR

POST

BUILT-IN SLEEVE MOUNTING

METAL SLEEVE

FILL W/ NON-

SHRINK GROUT

CAULK

BY OTHERS

POST

IN MASONRY

FIN FLR.

(4) 1/2"Ø

ANCHORS

FIN FLR.

POST

(2) 5"X3" ALUM.

ANGLES BOLTED

TO POST

SIDE MOUNTING

(2) 3/8"Ø

THRU BOLTS

(WITH ALUM. BOLTED ANGLES)

SIDE MOUNTING

6"X3" ALUM.

TEE WELDED

TO POST

POST

FIN FLR.

(4) 1/2"Ø

ANCHORS

(WITH ALUM.WELDED TEE)

BOLT DOWN

PLATE MOUNTING

POST

6" SQ. BASE

PLATE BOLTED

TO SLAB

FIN

FLR.

(4) 1/2"Ø

ANCHORS

FLASHING AND

SEALANT

BY OTHERS

TOP MOUNTING

THROUGH COPING

(4) 1/2"Ø

STN. STL.

ANCHORS

POST

6" SQ. ALUM.

BASE PLATE

WELDED

TO POST

FIN

FLR.

E
M

B
E
D

M
E
N

T

SEALANT

BY OTHERS

BOLT DOWN MANDREL MOUNTING

POST

6" SQ. BASE

PLATE BOLTED

TO SLAB

(4) 1/2"Ø

ANCHORS

INTERNAL STAR

MANDREL SHOP

ATTACHED TO PLATE

ALUM. COVER

FIELD INSTALLED
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TOP MOUNTING

CARBON STEEL

SLEEVE EXPANSION

BOLTED TO SLAB

CAST IN SLEEVE MOUNTING

IN CONCRETE

BOLT DOWN SLEEVE MOUNTING

FLASHING AND

SEALANT

BY OTHERS

BUILT-IN SLEEVE MOUNTING

METAL SLEEVE

FILL W/ NON-

SHRINK GROUT

POST

6" SQ. CAST ALUM.

BASE FLANGE

WELDED TO POST

(4) 1/2"Ø STN. STL.

ANCHORS

POST

CAULK

BY OTHERS

1/4"Ø WEEP HOLE

FIELD DRILL AFTER

INSTALLATION

STYROFOAM

SLEEVE CAST

IN  PLACE

CAULK

BY OTHERS

IN MASONRY

FIN FLR.

FILL WITH

NON-SHRINK

GROUT

POST

ALTERNATE

(2) PIECE

ALUM. COVER

FILL POST TO BOTTOM OF WEEP HOLE

WITH MasterInject 1500

                    OR

SIKAFLEX 1cSL SELF-LEVELING

CONSTRUCTION SEALANT TO PREVENT ANY

CONDENSATION FROM ACCUMULATING

TOP MOUNTING

THROUGH COPING

ALTERNATE

1/8" THK.

COVER PLATE

POST

1/4"Ø WEEP HOLE

FIELD DRILL AFTER

INSTALLATION

FILL POST TO BOTTOM OF WEEP

HOLE WITH MasterInject 1500

                    OR

SIKAFLEX 1cSL SELF-LEVELING

CONSTRUCTION SEALANT TO

PREVENT ANY CONDENSATION

FROM ACCUMULATING

(4) 1/2"Ø STN. STL.

ANCHORS

POST

6" SQ. CAST ALUM.

BASE FLANGE

WELDED TO POST

2
"
±

1/4"Ø WEEP HOLE

FIELD DRILL AFTER

INSTALLATION

BOLT DOWN PLATE MOUNTING

POST

1/4"Ø WEEP HOLE

FIELD DRILL AFTER

INSTALLATION

ALTERNATE

(2) PIECE

ALUM. COVER

POST

ALTERNATE

(2) PIECE

ALUM. COVER

MANDREL BOLTED

TO SLAB

(2) STN. STL.

SCREWS

BOLT DOWN MANDREL MOUNTING

POST

MANDREL WELDED

TO BEAM

(2) STN. STL.

SCREWS

WELDED MANDREL MOUNTING

FIN FLR.1
0
"
 
E
M

B
E
D

M
E
N

T

FIN FLR.

FIN FLR.

6" SQ. BASE

PLATE BOLTED

TO SLAB

(4) 1/2"Ø STN. STL.

ANCHORS

(4) 1/2"Ø STN. STL.

ANCHORS

6" SQ. BASE

PLATE BOLTED

TO SLAB

FIN FLR.

(4) 1/2"Ø STN. STL.

ANCHORS

FIN FLR.

FIN FLR.

FIN FLR.

FILL POST TO BOTTOM OF WEEP

HOLE WITH MasterInject 1500

                    OR

SIKAFLEX 1cSL SELF-LEVELING

CONSTRUCTION SEALANT TO

PREVENT ANY CONDENSATION

FROM ACCUMULATING

FILL POST TO BOTTOM OF WEEP

HOLE WITH MasterInject 1500

                    OR

SIKAFLEX 1cSL SELF-LEVELING

CONSTRUCTION SEALANT TO

PREVENT ANY CONDENSATION

FROM ACCUMULATING
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&
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SIDE MOUNTING TO BRICK

6"X3" ALUM. TEE

WELDED TO POST

POST

(4) 1/2"Ø STN. STL.

ANCHORS W/ 6" MIN.

EMBEDMENT

(4) 1/2"Ø STN. STL.

ANCHORS W/ 6" MIN.

EMBEDMENT

POST

(2) ALUM. ANGLES

BOLTED TO POST

SIDE MOUNTING TO BRICK

(2) 3/8"Ø

THRU BOLTS

(WITH ALUM. BOLTED ANGLES)(WITH ALUM.WELDED TEE)

FIN FLR. FIN FLR.

SIDE MOUNTING THROUGH BRICK VENEER

6"X3" ALUM. TEE

WELDED TO POST

POST

(4) 1/2"Ø STN. STL.

ANCHORS W/ 4 1/2"

MIN. EMBEDMENT

INTO CONCRETE

POST

(2) ALUM. ANGLES

BOLTED TO POST

(2) 3/8"Ø

THRU BOLTS

(WITH ALUM. BOLTED ANGLES)(WITH ALUM.WELDED TEE)

FIN FLR. FIN FLR.

PIPE SPACER

CUT TO SIZE

BY INSTALLER

PIPE SPACER

CUT TO SIZE

BY INSTALLER

SIDE MOUNTING THROUGH BRICK VENEER

SIDE MOUNTING THROUGH STONE VENEER

6"X3" ALUM. TEE

WELDED TO POST

POST

POST

(2) ALUM. ANGLES

BOLTED TO POST

(2) 3/8"Ø

THRU BOLTS

(WITH ALUM. BOLTED ANGLES)(WITH ALUM.WELDED TEE)

FIN FLR. FIN FLR.

PIPE SPACER

CUT TO SIZE

BY INSTALLER

PIPE SPACER

CUT TO SIZE

BY INSTALLER

SIDE MOUNTING THROUGH STONE VENEER

(4) 1/2"Ø STN. STL.

ANCHORS W/ 4 1/2" MIN.

EMBEDMENT INTO CONCRETE

(4) 1/2"Ø STN. STL.

ANCHORS W/ 4 1/2" MIN.

EMBEDMENT INTO CONCRETE

(4) 1/2"Ø STN. STL.

ANCHORS W/ 4 1/2"

MIN. EMBEDMENT

INTO CONCRETE
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MANUFACTURING

&
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STEP 2

STEP 1

STEP 3

INSTALL STN. STL.

ANCHORS USING

RAIL AS A TEMPLATE

LEVEL RAIL & FIELD

DRILL INTERNAL

MANDREL FOR STN. STL.

COUNTER-SUNK SCREW

(SEE NOTE #4)

(FIELD DRILL CSK HOLE

IN EXISTING POST)

LOWER ALUM. COVER

& INSTALL STN. STL.

SET SCREW

(SEE NOTE #4)

MOUNTING SEQUENCE

NOTE: SYSTEM DESIGNED FOR 1" MAXIMUM ADJUSTMENT IF CONCRETE IS NOT LEVEL.

WEEP HOLE

ALUM. SLIP COVER

(NOT WELDED)

SECURE IN FINAL

LOCATION W/

SUPPLIED SET SCREW
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